CASTING

Y, MORTAR

CONCRETE BRICK

2'-0° DIA.

"0" RING GASKET OR TWO
1° DIA. PREFORMED PLASTIC
SEALING COMPOUNDS (ONE
ON EACH BEARING SURFACE)

TYP. FOR EVERY JOINT \

1. $4 © 6" EW.
TOP AND BOTTOM (TYP.)

OR
4 §6 BARS
2. EQUIVALENT WELDED
\ WITH: AROUND OPENING
WIRE MESH TOP AND BOTTOM
OR
3.2 X 3 No. 7 GAUGE

EXPANDED METAL
REINFORCEMENT

4l

AREA OF CIRCUMFERENTIAL

STEEL = 0.0025 X 1.D. (IN
INCHES MAX SPACING = 6)

10° (TYP)

NOTES:

1. A No. 2 STEEL HOOP
SHALL BE PLACED
AROUND ALL PIPE
OPENINGS WITH 17/,°
CLEARANCE

2. PIPE OPENINGS FOR
FLEXIBLE MANHOLE
SEAL ASSEMBLIES

RECOMMENDATIONS

AREA OF CIRCUMFERENTIAL
STEEL = 0.0025 X LD. (IN

3'—6" MIN.

INCHES) MAX SPACING = 6"

FLEXIBLE MANHOLE
SEAL ASSEMBLY

VARIABLE

1%," cL

#4 0 12" WELDED WIRE MESH
PLACED RADIALLY 4 X 4-W4 X W4
’_ L
N.T.S.
GREAT NECK

WATER POLLUTION CONTROL DISTRICT
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