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GENERAL NOTES: 1. INSTALLATION DETAILS ARE PROVIDED FOR GENERAL REQUIREMENTS ONLY AND DO NOT REPRESENT ACTUAL FIELD CONDITIONS AT ANY SITE.  IN ACCORDANCE INSTALLATION DETAILS ARE PROVIDED FOR GENERAL REQUIREMENTS ONLY AND DO NOT REPRESENT ACTUAL FIELD CONDITIONS AT ANY SITE.  IN ACCORDANCE WITH GNWPCD PERMIT REQUIREMENTS, PROJECT SPECIFIC DESIGN DRAWINGS, SIGNED AND SEALED BY LICENSED PROFESSIONAL ENGINEER IN THE STATE OF NEW YORK, SHALL BE SUBMITTED AND APPROVED BY THE GNWPCD PRIOR TO THE INSTALLATION OF ANY NEW WORK. 2. ACTUAL PROPOSED MODEL GPU STATION MAY VARY FROM THAT SHOWN ON THE DETAILS PROVIDED ON THIS DRAWING.  PROPOSED FLOW CALCULATIONS ACTUAL PROPOSED MODEL GPU STATION MAY VARY FROM THAT SHOWN ON THE DETAILS PROVIDED ON THIS DRAWING.  PROPOSED FLOW CALCULATIONS ALONG WITH PROJECT SPECIFIC SHOP DRAWINGS FOR ALL PROPOSED EQUIPMENT AND MATERIALS SHALL BE SUBMITTED TO THE GNWPCD FOR REVIEW AND APPROVAL. 3. DESIGN OF BALLAST SYSTEM SHALL BE THE DESIGN ENGINEERS RESPONSIBILITY AND SHALL BE SUBMITTED TO THE GNWPCD FOR INFORMATIONAL PURPOSES. DESIGN OF BALLAST SYSTEM SHALL BE THE DESIGN ENGINEERS RESPONSIBILITY AND SHALL BE SUBMITTED TO THE GNWPCD FOR INFORMATIONAL PURPOSES. 4. INSTALLATION CONTRACTOR SHALL BE TRAINED BY AND CERTIFIED BY THE GPU MANUFACTURER TO INSTALL THEIR EQUIPMENT INCLUDING, BUT NOT LIMITED INSTALLATION CONTRACTOR SHALL BE TRAINED BY AND CERTIFIED BY THE GPU MANUFACTURER TO INSTALL THEIR EQUIPMENT INCLUDING, BUT NOT LIMITED TO, THE GPU, SERVICE LATERAL, ALARM/CONTROL PANEL, ETC. MANUFACTURER'S CERTIFICATION SHALL BE SUBMITTED TO THE GNWPCD PRIOR TO PERFORMING ANY WORK.  5. THE GPU MANUFACTURER SHALL INSPECT AND CERTIFY THE FINAL INSTALLATION AS PART OF THE START-UP OF THE EQUIPMENT.  A START-UP REPORT THE GPU MANUFACTURER SHALL INSPECT AND CERTIFY THE FINAL INSTALLATION AS PART OF THE START-UP OF THE EQUIPMENT.  A START-UP REPORT SHALL BE SUBMITTED TO THE DISTRICT BY THE GPU MANUFACTURER PRIOR TO PLACING EQUIPMENT INTO PERMANENT OPERATION.   6. SANITARY SEWER SERVICE PIPING, GPU AND SERVICE VALVE SHALL BE PROVIDED WITH A MINIMUM 10-FOOT HORIZONTAL CLEARANCE FROM ANY WATER MAIN SANITARY SEWER SERVICE PIPING, GPU AND SERVICE VALVE SHALL BE PROVIDED WITH A MINIMUM 10-FOOT HORIZONTAL CLEARANCE FROM ANY WATER MAIN OR SERVICE.  A MINIMUM 18-INCH VERTICAL CLEARANCE SHALL BE PROVIDED AT CROSSINGS BETWEEN ANY NEW SANITARY SEWER SERVICE PIPING AND OTHER UTILITIES.  7. ALL GRAVITY SANITARY SEWER SERVICE PIPING SHALL BE A MINIMUM OF EITHER 5" EXTRA HEAVY CAST IRON, 6" PVC DR-18 OR 6" CLASS 53 DUCTILE IRON ALL GRAVITY SANITARY SEWER SERVICE PIPING SHALL BE A MINIMUM OF EITHER 5" EXTRA HEAVY CAST IRON, 6" PVC DR-18 OR 6" CLASS 53 DUCTILE IRON PIPE.  8. CONNECTION TO EXISTING SANITARY SEWER SERVICE PIPING SHALL BE MADE WITH A FERNCO TYPE COUPLING WITH STAINLESS STEEL SHEAR BANDS.  CONNECTION TO EXISTING SANITARY SEWER SERVICE PIPING SHALL BE MADE WITH A FERNCO TYPE COUPLING WITH STAINLESS STEEL SHEAR BANDS.  CONNECTION SHALL BE SUPPORTED BY A CONCRETE CRADLE.  CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY THE LOCATION, ELEVATION, SIZE AND MATERIAL OF THE EXISTING SANITARY SEWER SERVICE PIPE AND COORDINATE IT WITH THE NEW WORK. 9. BURIED GPU DISCHARGE PIPING SHALL BE 1 " HDPE WITH GREEN STRIPING (MINIMUM DR11) BURIED GPU DISCHARGE PIPING SHALL BE 1 " HDPE WITH GREEN STRIPING (MINIMUM DR11) 14" HDPE WITH GREEN STRIPING (MINIMUM DR11) 10. PRECAST BASE RING, RISER SECTION AND TOP SLAB SHALL BE RATED FOR A MINIMUM H-20 LOADING.  CONTRACTOR SHALL SUBMIT DETAILS FROM THE PRECAST BASE RING, RISER SECTION AND TOP SLAB SHALL BE RATED FOR A MINIMUM H-20 LOADING.  CONTRACTOR SHALL SUBMIT DETAILS FROM THE PRECAST MANUFACTURER ALONG WITH CERTIFICATION OF H-20 LOADING. 11. ALL VALVE BOX LIDS SHALL INDICATE "SEWER". ALL VALVE BOX LIDS SHALL INDICATE "SEWER". 12. CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN ANY NECESSARY ROADWAY OPENING PERMITS FOR THE APPLICABLE ROADWAY OWNERS AND SHALL ABIDE BY CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN ANY NECESSARY ROADWAY OPENING PERMITS FOR THE APPLICABLE ROADWAY OWNERS AND SHALL ABIDE BY ALL ROADWAY OWNER REQUIREMENTS.  13. ALL ELECTRICAL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICIAN.  ALL ELECTRICAL WORK SHALL BE REVIEWED BY AND APPROVED BY THE LOCAL ALL ELECTRICAL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICIAN.  ALL ELECTRICAL WORK SHALL BE REVIEWED BY AND APPROVED BY THE LOCAL BUILDING DEPARTMENT.   14. CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE LENGTH OF PUMP CABLES WITH THE PROPOSED LOCATION OF THE GPU AND PUMP CONTROL/ALARM CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE LENGTH OF PUMP CABLES WITH THE PROPOSED LOCATION OF THE GPU AND PUMP CONTROL/ALARM PANEL.  NO SPLICING BETWEEN THE GPU AND PUMP CONTROL/ALARM PANEL WILL BE PERMITTED. 15. H-20 LOADING APPLICATIONS WITH PRECAST COVERS SHALL REQUIRE PUMP STATION VENT PIPING TO BE FIELD INSTALLED FROM THE PUMP STATION TO A H-20 LOADING APPLICATIONS WITH PRECAST COVERS SHALL REQUIRE PUMP STATION VENT PIPING TO BE FIELD INSTALLED FROM THE PUMP STATION TO A "GOOSE-NECK" TYPE VENT FITTING A MINIMUM OF 36-INCHES ABOVE GRADE AND A MINIMUM OF 36-INCHES AWAY FROM ANY ELECTRICAL PANELS.  SEPARATE VENTS ARE REQUIRED FOR BOTH THE "DRY WELL" AND "WET WELL" PORTIONS OF THE PUMP STATION.  VENT PIPING SHALL BE 2-INCH SCHEDULE 80 PVC AND SHALL BE PROVIDED WITH A STAINLESS STEEL INSECT SCREEN AT THE OPEN END OF THE VENT.  SUBMISSION OF DESIGN DRAWINGS SHALL INCLUDE PROPOSED LAYOUT OF VENT PIPING, WHERE NECESSARY.
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